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August 18, 1982

I'tr. Ibrold Kobayashi
3301 lcne lbtmtain llrive, Apt. 64
Carson City, libvada 8970I

RE: Bonci Estinrates
Westwater Htnus Mines
A€t/0L9latz
Grand County, IIEah

Dear Dtr. Kobayaski:

I enclose<i a copy of tbe bond estimete you submitted to our Division.
During our tele$rone conversation today, you said that you co91d detail how
you formulated these costs. Your timely assistance in clescribing how you
arrived at ttrese costs is appreciated.

Thank you.

PG-L:btb

Enclosure

cc: Sue Linner, DOGM
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In following the typical cut and fill method diagram (attachment
4-C), the use of equi-pment time j-s very essential in minJ-mizing
costs. Since the cutting and stockpiling of shale material is
not necessary for this type operation, bulldozer tj-me canf, be uti-
lized for partial reclamation work of the area in question, pro-
gressively. The cost of reclamation work will be much higher
shoul-d s&y, 15 acres of shale material was removed from a desig-
nated area and reclamation work were to commence. It is our in-
tention to make partial reclamation as we go along and by this
method, the operator cost of the equipment could be allocated to
a per day cost of the operaton/equipment. We intend to foIlow
this format to minimize unsightly and massive cuts into the hill-
side.

T{e believe that by carefully laying out the area for the over-
burden storage in conjunction with the deptb of the cut below
grade to take in the overburden will create a fluid flow of
events and at the same time minimizing the long distance hauling
of the fi.l-I material.

An allocation of 159 per ton of shale removed shall be put into a
reserve account for this puLpose. Since the majority of the shale
to be mined is above finish grade of a rninimum of ten feet, there
will be months of mining and removing the shale prior to reaching
the base where reclamation is to be applied. Consequently, the
tj-me lag will be many months away re reclamation work from the in-
ception of mining.

Once the shale has been removed and the overburden put in place,
with the shale and top soil mix, seed will be slgl4y-e-d -qvgr rJ- and
water will be applied via water truck. Again, this will be done
incrementally with the proper use of"equipment and operator time
consi-dered.

The cost of seeding together with the preparation of the land and
watering should cost approximately as fol-lows;,

Grading cost -: r;
Seeding
IYatering

t5 acre increment
Estimated cost

$ 1,5OO
200
700

$ 2,7OO.
15

$56-,000-

Average depth 10' x 15 ac

Reserve account

=242,O00 yds
.15

-$361300

B.K-L. IIJC. . MABKETITiG SUBSIDIABY


